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Sha� sealing
Sha� sealing is standard 
with sha� lip seal rings, 
mechanical seals available 
on demand, the seal 
chamber is connected to 
 pump inlet so the seals 
work on lower pressure, 
seals material combina�on 
depends on working fluid 
and temperature. 

Sha� sealing 

Adjustable pressure relief
valve for overload 
protec�on, in case of 
pump without relief valve 
there must be over 
pressure protec�on 
provided on other way.

Relief valve 

Replaceable casing in 
various material 
execu�ons.

Spindle casing

The spindles are hardened 
and grounded.

Three spindle  

Robust pump casing design, 
execu�on with jacketed 
casing for steam or head 
conveyor available in 
fabricated steel design. 

Pump casing 

Roller bearings lubricated 
by the working fluid, in 
case of external working 
fluid, in case of external
bearing execu�ons 
lubrica�on by means of 
grease with grease nipple.

Bearing 

Sec�onal Drawing of VVP pumps

For detailed info please visit  www.pumpi.com.mk

Composed of Three Screw 
Spindle Pump equipped 
with baseframe, coupling 
and Electric motor.

First Pump Unit

Composed of Three Screw 
Spindle Pump equipped 
with baseframe, coupling 
and Electric motor.

Second Pump Unit

Each line of the pump 
contains also suc�on valve 
and discharge valve in 
order to arrange duty or 
stand by pump to operate.

Valve

System SVPF os a system of two or three screw pumps of which one is duty and one is stand by, connected with suc�on 
main pipe with filter before each pump and discharge main pipe. The whole system is mounted on one steel base frame 
equipped with anchor bolts and ready for concre�ng.

Sec�onal Drawing of  System of Three 
Screw Spindle Pumps with filters and 
valves (SVPF)

The filters are compact 
construc�on (two stage 
filters) equipped with 
hea�ng chamber, electric 
heater and thermostat.
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